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0  INTRODUCTION

Technologies used in modern industry must be 
flexible, energy efficient and, in particular, material-
saving. Additive manufacturing processes, such 
as selective laser melting [1] and [2] or directed 
material deposition [3] and [4], build up parts 
by adding materials layer-by-layer, using a CAD 
model [5]. These technologies use less material than 
conventional techniques; therefore, they are superior 
to alternative processes particularly for the generative 
manufacturing and the repair of the components on a 
micro-scale. 

Laser surface cladding (LSC) is a material 
deposition process that uses a high-powered laser 
beam to melt the added material (usually in the form 
of a powder) and a thin layer of the substrate to form 
a coating on the surface. LSC via coaxial powder 
injection has found broad industry applications for 
wear protection materials [6]. New laser beam sources 
(disk laser) provide beam parameters that offer 
considerable potential for high precision cladding 
(weld track width < 1 mm).

Hypereutectic Al-Si alloys have found application 
in the manufacture of tools [7] and automotive engine 
components [8]. The wear resistance of these alloys 
increases with increasing of the Si content. However, 
the Si content is limited to 20 wt.% in conventional 
casting processes because of the formation of large 
primary Si particles (about 30 μm), which reduce the 
mechanical properties of these alloys. The LSC of Al-
Si alloys has attracted considerable interest in recent 
decades, because it leads to structure refining by rapid 
solidification [9]. However, all the experiments were 
based on specimens with a single track width about 3 

to 5 mm. In the present work, the authors investigate 
the possibility of single track manufacturing with 
widths of < 500 µm, based on an Al metallic matrix 
bearing a Si content ranging from 30 to 60 wt.% Si.

1  EXPERIMENTAL METHODS

AlSi-alloys powders with silicon content of 30, 40 
and 60% (AlSi30, AlSi40 and AlSi60 respectively) 
obtained by gas-atomization were used as coating 
materials for the following reasons. Firstly, the 
primary Si particles may serve as hard reinforcements 
to metal matrix composites (MMC) and their size 
can be controlled by process treatment parameters. 
Secondly, metal powders obtained via gas-atomization 
offer a perfectly spherical shape combined with a 
high cleanliness level. As will be shown below, these 
factors are essential for providing the desired level 
of technological properties. Substrates were cut from 
a rolled plate of commercial alloy (AA6060) with a 
nominal composition (wt.%): 0.35 to 0.6 Mg, 0.3 to 
0.6 Si, 0.1 to 0.3 Fe, and Al in balance; their size is 
50×30×10 mm³. To increase the absorption of the 
laser beam, the substrates were ground with 60-grit 
SiC paper and cleaned in acetone in an ultrasonic bath 
prior to cladding.

A continuous Yb:YAG 1kW disc laser was used 
for the coating deposition. The spot size of the laser 
beam on the surface of the substrate for cladding 
was 50 μm. Powders were injected through a coaxial 
nozzle. A coaxial jet of argon gas was used to protect 
the melt pool from contamination and oxidation. 
The optimal shielding gas feed rate was determined 
experimentally and set at 5 l/min. Argon (Ar) was used 
as a carrier gas. The feed rate varied in from 2 to 10 
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l/min. The processing parameters varied from 150 to 
250 W laser power, 800 to 900 mm/min beam speed, 
and 4 to 10 g/min powder feed rate. The symbols used 
for the study of the geometrical characteristics of the 
cladding track are shown in Fig. 1.

Fig. 1.  Cladding track diagram: b – clad track width; h - clad track 
height; s – clad track thickness; F1 –clad area; F2 – molten area 

(dilution γ= (F2 /(F1 +F2)) · 100%)

The particle size distribution of the investigated 
powders was determined with an OCCHIO 500nano 
microscope with integrated “Callisto” software used 
for statistical data processing. Phases of the initial 
powders were identified by X-ray diffraction analysis 
using an ALR X’TRA diffractometer equipped with 
“WinXRD 2.0-8с” software and the “ICDD PDF-
2” database of reference radiographs (2010). The 
radiation of copper anode (Cu Kα) was used for the 
conduction of measurements (capture mode: 30 mA, 
40 kW).

The transverse sections of the clad tracks (in the 
plane perpendicular to the laser tracks) were cut for 
microstructural examinations. Powder samples for 
metallographic observation were cold-mounted and 
mechanically polished; a cross section was etched 
with Keller’s reagent. A Leica MEF4M standard 
optical microscope was employed for studying the 
microstructure of the powders and clad tracks. A 
VEGA 3 LM scanning electron microscope (SEM) 
equipped with energy dispersive X-ray analysis was 
used to investigate the chemical composition of the 
powders and clad tracks, as well powder surface 
morphology.

2  RESEARCH RESULTS AND DISCUSSION

2.1  The Research of Powder Materials AlSi30, AlSi40 and 
AlSi60

Fig. 2 presents the cumulative frequency distribution 
of the AlSi30 powder particle size. It was determined 
that, for the powders of all studied compositions, 
particle size distribution was similar and corresponded 

to the normal (or Gaussian) law distribution around a 
mean particle sized m = 45 to 55 μm.

Fig. 2.  Cumulative frequency distribution of AlSi30 powder particle 
size

Table 1.  Chemical composition (at. %) of AlSix powders

Chemical element Al Si
AlSi30 66.5 to 67.0 33.5 to 33.0
AlSi40 55.5 to 56.0 44.5 to 44.0
AlSi60 32.5 to 33.0 67.5 to 67.0

The AlSix (X = 30, 40, 60) powder particles have 
a high index of circularity (average values are 69.6; 
59.3; 71.8% respectively) and low values of roughness 
(mean values were 3.3; 4.6; 1.7%, respectively). The 
average chemical composition of the investigated 
powders is presented in Table 1.

Fig. 3 shows a typical surface of gas-atomized 
powders. The powder particles have a globular shape 
with a dendritic surface. The dendritic morphology 
corresponds to eutectic silicon [10]. The primary and 
eutectic Si are fine and homogeneously distributed in 
the Al matrix (Fig. 4). The size and shape of primary 
Si particles change as the silicon content in the 
initial powders increases, from the regular polygon 
(size about 1 to 5 µm) to a branched structure with 
high aspect ratio (size 10×30 µm). The comparison 
of X-ray diffraction patterns of AlSi30, AlSi40 and 
AlSi60 (Fig. 5, for example, for AlSi30) and reference 
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diffraction patterns from the “Pdf-2” database (2010) 
showed that samples AlSi30, AlSi40 and AlSi60 
are two-phase and contain 33, 44 and 67% wt. Si, 
respectively, which is consistent with the results of the 
chemical analysis.

Fig. 3.  Morphology of the AlSi30 powder particle

AlSi30                        AlSi40                           AlSi60
Fig. 4.  Microstructure of powders with different silicon content

Fig. 5.  Diffraction pattern of AlSi30 powder

2.2  The influence of the chemical composition of the 
powder material on the structure and microhardness of the 
coating

Fig. 6 presents the microstructure of laser clad tracks 
as a function of silicon content. A large amount of 
primary silicon particles is observed over the entire 

cross sections of the clad tracks. It is noteworthy 
that the primary Si particles significantly increase in 
size with increasing silicon content. All clad tracks 
consist of primary Si crystals surrounded by α-Al 
halos and Al/Si eutectic mixing. This non-equilibrium 
structure was observed in other studies [11]. The Si 
particles nucleate from the liquid via a heterogeneous 
mechanism and grow in the undercooled melt. When 
local concentration of the melt is sufficient, the α-Al 
phase nucleates. The growth of the α-Al halos results 
in an increasing Si content of the remaining liquid 
phase that leads to the eutectic phase formation. The 
size of the Si particles is a consequence of their local 
nucleation and growth conditions. Previous studies 
[12] and [13] have shown that the molten hypereutectic 
Al-Si alloys are inhomogeneous at the temperature 
well above the liquidus. The high cooling rates 
(typical for the laser cladding) lead to a significant 
suppression of the diffusion processes. Therefore, 
large Si particles in the Al-Si alloys with a high Si-
content can increase the inhomogeneity of the molten 
alloy. It can be expected that this inhomogeneity 
influences the solidification structure of hypereutectic 
Al-Si alloys, i.e. the size of the primary Si particle 
increases with silicon content in alloy from value < 1 
µm when using an AlSi30 alloy to 30 µm when using 
an AlSi60 alloy.

Microstructural examination showed that with 
the silicon content of 30% the primary Si particles 
are extremely fine, and it is impossible to distinguish 
primary Si and eutectic Si in the coating (Fig. 6a). 
With a silicon content of 60% in the alloy structure, 
the interlayer of aluminum matrix becomes so much 
thinner that it is accompanied by a degradation of the 
mechanical properties [14]. 

A change in the primary silicon particles shape is 
also observed with increasing Si content in the initial 
powders: from a regular polygon for the AlSi30 alloy 
to a branched structure with a high aspect ratio for the 
AlSi60 alloy (Fig. 6).

In order to examine technological properties of 
the AlSix powders, single tracks were produced with 
a high laser power (P = 400 W), which resulted in 
an increase in size of the tracks and in dilution with 
the substrate. Fig. 7 shows the change in the surface 
morphology of single tracks with increasing silicon 
content. That many adherent particles can be observed 
on the coarser track surface in case of the AlSix (X 
= 40, 60) powders was shown. It was found that the 
smooth surface of a single track can be fabricated only 
with the AlSi30 powder.
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alloy: from HV0.05 190 down to HV0.05 80. The 
hardness of the AlSi40 and AlSi60 coating alloys 
is constant in the coating region and equal to about 
HV0.05 180. Some fluctuations on the AlSi40 and 
AlSi60 hardness profiles are caused by the presence of 
the larger Si particles than that of AlSi30 alloy, where 
the hardness curve is gradual. Hardness distribution in 
the lateral direction of the laser clad tracks is nearly 
constant. The insignificant difference in the hardness 
level on the AlSix coatings is explained by presence 
of the supersaturated solid solution of silicon in 
aluminum in the case of AlSi30, which takes place at 
high cooling rates [15] and is consistent with the other 
studies results [11], [16] and [17].

Due to its superior technological property and 
sufficient hardness, AlSi30 powder was selected for 
the further investigations.

Fig. 8.  Microhardness distribution of laser cladding produced from 
alloys with different Si-content (P=400 W, v=800 mm/min, Pm=1 

g/min)

2.3  The Influence of Processing Parameters on the 
Structure of the Cladding Tracks

The main parameters of laser cladding that have a 
significant impact on the structure and properties of 
the resulting tracks are laser power, beam-scanning 
speed, and powder feed rate.

The influence of laser power and powder feed 
rate on the cladding structure is expressed in dilution 
change. Dilution with the substrate decreases with 
increases in the powder feed rate and decreases in 
the laser power. This leads to the larger amount of 
Si in the alloy structure. Finally, this results in the 
formation of the larger primary Si particles. The beam 
speed influences the distribution of Si particles. The 
difference in Si particle size between the top and the 
bottom of the clad tracks increases with increases 
of beam speed. The combination of laser power 
decreasing and beam speed increasing results in larger 
primary silicon particles in the clad bottom, which can 
lead to the formation of a sharp interface between the 

a) 

b) 

c) 
Fig. 6.  Microstructure of alloys with increasing silicon content [%]: 

а 30; b 40; c 60 (P=200 W, v=800 mm/min, Pm=10 g/min)

Fig. 7.  Change in the surface morphology of single track with 
silicon content in initial powders (P = 400 W, v = 800 mm/min,  

Pm = 1 g/min)

A hardness profile of the AlSix tracks is presented 
in Fig. 8. It is interesting to note that the Si content 
in the initial powders does not influence the maximal 
hardness level. A gradual hardness distribution from 
the surface to their substrate is observed for AlSi30 
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coating and the substrate, which is often a potential 
source of weakness (Fig. 8).

Fig. 8.  Optical micrographs of AlSi30 clad track at 150 W laser 
power, 900 mm/min beam speed and 10 g/min powder feed rate

2.4. The Influence of Processing Parameters on the 
Geometric Characteristics of the Cladding Tracks

The influence of the process parameters on the 
geometric characteristics of the cladding tracks was 
investigated (the data are given in Tables 2 to 4). It was 
found that laser power is the main parameter of the 
laser cladding process that influences the formation of 
single tracks. The width of the clad track and dilution 
with the substrate are continuously increasing with the 
increase of the laser power (Table 2). The change of 
tracks height caused by the change of the laser power 
is insignificant.

Table 2.  Clad track geometry variation vs. laser power (v = 800 
mm/min, Pm = 10 g/min)

P [W] b [μm] h [μm] γ [%]
150 132 77 37.6
200 156 59 42.9
250 213 61.5 59

Beam speed variation in the range of 800 to 900 
mm/min does not exert an obvious influence on the 
clad track geometry (Table 3). However, dilution with 
the substrate decreases with increasing of the beam 
speed.

Table 3.  Clad track geometry variation vs. beam speed (P = 150 W, 
Pm = 10 g/min)

v [mm/min] b [μm] h [μm] γ [%]
800 132 77 37.6
850 120 81 27.1
900 118 64 22.7

The clad tracks’ height increases and dilution with 
the substrate continuously decreases with increases of 

the powder feed rate in the range of 4 to 10 g/min at 
laser power P = 200 W and scanning speed v = 800 
mm/min, while the width of the track varies slightly. 
This is due to the increase of particle flow density and 
the decrease of direct substrate exposure to the laser 
beam.

Table 4.  Clad track geometry variation vs. powder feed rate (P = 
200 W, v = 800 mm/min)

Pm [g/min] b [μm] h [μm] γ [%]
4 128 9.4 89
7 130 20.8 64.5
10 156 59 42.9

3  CONCLUSIONS

1.  Powders AlSi30, AlSi40 and AlSi60 meet the 
requirements for materials for coaxial laser 
cladding because they have a good flowability 
(mean sphericity is equal to 66.9%; mean 
roughness ranges from 1.7 to 4.6%) and provide 
the ability to obtain a single track on a micro-
scale (particle size varies from 22.5 mm to 67 
mm; the mean diameter is 45.6 mm).

2.  Using a coaxial laser cladding process, AlSix clad 
tracks with lateral resolution of < 500 μm were 
produced. The coatings consist of silicon primary 
particles surrounded by α-Al halos and Al/Si 
eutectic mixing. 

3.  Si content in the initial powders does not influence 
on the maximal hardness level in the coating, 
which is equal to 190 HV0.05 for the powders of 
all investigated chemical compositions.

4.  The larger primary Si-particles were formed in 
the coating structure with increases of the powder 
feed rate and decreasing the laser power. The 
difference in Si-particle size between the top 
and the bottom of the AlSix (X = 40, 60%) clad 
tracks increases with increasing beam speed. 
The primary Si particles in the case AlSi30 are 
extremely fine, and it is impossible to distinguish 
primary Si and eutectic Si in the coating. 

5.  The width of the clad track and dilution with the 
substrate continuously increase with the increase 
of the laser power. The change of tracks height 
caused by the change of the laser power is 
insignificant.

6.  The clad tracks height increases and dilution 
with the substrate continuously decreases with 
increasing of the powder feed rate in the range of 
4 to 10 g/min at a radiation power P = 200 W and 
a scanning speed of v = 800 mm/min, while the 
width of the track varies slightly.
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